
Chiffon Blouse with Tie Band 10/2011 #128B

Fold along the facing fold line on front (21) with right-sides together. Stitch the self-facing 
to the neck edge. Trim the seam allowances. 

Lay the two front pieces (21) right-sides together. Pin centre seam lines together and 
stitch from the slit mark to the bottom of the blouse.



Turn the facings to the inside. Press the seams and slit edges. 

On the inside, finish the the facing edges to neaten them. (I think there may have been 
an extra step here which was to stitch the facings in place from the right side, but I left 
this step out. To me it didn’t seem necessary).



Next, stitch the shoulder seams. Note that the edge of the back (22) is longer at the 
shoulders than the edge of the front (21). This is because there is a seam allowance on 
the back (22) for attaching the neck tie. Make sure that the back extends at the neck edge 
so this seam allowance can be used for attaching the neck tie. Trim the seam allowances 
and press the seam to the back.

Fold the collar in half lengthwise with wrong-sides together and press. Also, fold in the 
seam allowance and press. This will make it easier to attach the collar. Next, fold the collar 
in half and mark the centre back. Line up the centre of the collar with the centre back of 
the back (22). Stitch the collar to the back neck edge, leaving the ties extending from 
each shoulder seam.

Fold the collar lengthwise, right sides together. Stitch the edges of the bands together in 
the seam allowance fold. Trim the seam allowances, trimming the corners diagonally.



Turn the neck tie right side out.  Turn in the seam allowance of the neck tie onto the 
collar. Hand-stitch the inside edge in place. 

Slash the sleeve vents marked on the sleeves (23). Spread the cut edges open to a 
straight line. Apply the bias binding to the sleeve vent. Match one long raw edge of the 
bias binding with the edge of the wrong side of the sleeve vent. Pin in position, stitch in 
the fold along the length of the binding. Trim the seam close to the line of stitching and 
turn the bias binding to the right side enclosing the raw edges under the binding. Stitch 
the bias the the right side keeping as close as possible to the folded edge.



At the upper edge of the vent (this was the top of the slash), mitre the binding. 

At the front vent edges, turn the binding to the inside and tack to the lower edge of the 
sleeve.

Stitch the sleeves to the armholes. Press the seams onto the sleeves.



Stitch the side seams and sleeve seams as continuous seams



Fold the pleat in the lower edge of sleeves. (I found that I needed to make two pleats in 
order for the cuffs to for correctly with the lower edge of the sleeves. The length of the 
cuff seemed a little on the small size to me. I would recommend line up your cuffs with 
the lower edge of the sleeves first to see if any extra pleating is needed.)

Stitch the cuffs and interfacing to the lower sleeve edges. Press the seam allowances onto 
the cuff. Fold the cuffs lengthwise, right sides facing in, and stitch across the ends. Trim 
the seam allowances, trimming the corners diagonally.



Turn the cuffs right side out. Turn in the seam allowance. Pin and then tack the cuff edges 
in place. Top-stitch the cuffs close to the edges of the cuffs 

Add a buttonhole to the front end of each cuff (the cuff end nearest the pleats). Add a 
button on the other end of each cuff.



Press the hem allowance to the inside, turn in and stitch.



Additional notes:

Fabric used in this tutorial is a semi-sheer cotton voile and not chiffon. For the interfacing 
a black polyester organza was used and applied to the neck tie and the collars.

French seams were used for the shoulder seams, the side seams and for attaching the 
sleeves to the blouse.

Self bias-binding was used for the sleeve vents.


